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Load table according to EN 1993-1-3 for pressing distributed load.
Munker test report no.: T13-154 extended by T18-094 from 16/10/2018.

Static system: 1-field S
Bearing widths [mm]: 90/90
tN g Larenz | perm.f|Permissible distributed load q (kN/ m?) with a span L (m):
[mm] | [kN/m?] [m] [-1 5,00 5,25 5,50 5,75 6,00 6,25 6,50 6,75 7,00 7,25 7,50 7,75 8,00 8,25 8,50 8,75 9,00 9,25 9,50 9,75 10,00
free 168 160 152 146 140 134 129 124 120 1,16 1,12 108 105 1,02 099 09 091 08 08 078 074

L/150 1,68 1,60 1,52 1,46 1,40 1,34 1,29 1,24 1,20 1,16 1,12 1,08 1,05 1,02 0,99 0,96 0,91 0,86 0,82 0,78 0,74
L/200 1,68 1,60 1,52 1,46 1,40 1,34 1,29 1,24 1,20 1,16 1,12 1,08 1,05 0,98 0,90 0,82 0,76 0,70 0,64 0,60 0,55
L/300 1,68 1,60 1,52 1,46 1,40 1,34 1,29 1,20 1,07 0,97 0,87 0,79 0,72 0,66 0,60 0,55 0,51 0,47 0,43 0,40 0,37
free 2,26 2,16 2,06 1,97 1,89 1,81 1,74 1,68 1,62 1,56 1,51 1,46 1,42 1,37 1,30 1,23 1,16 1,10 1,04 0,99 0,94
L/150 2,26 2,16 2,06 1,97 1,89 1,81 1,74 1,68 1,62 1,56 1,51 1,46 1,42 1,37 1,30 1,23 1,16 1,10 1,02 0,94 0,87
L/200 2,26 2,16 2,06 1,97 1,89 1,81 1,74 1,68 1,62 1,56 1,51 1,40 1,28 1,16 1,08 0,98 0,90 0,83 0,76 0,71 0,65
L/300 2,26 2,16 2,06 1,97 1,89 1,79 1,59 1,42 1,27 1,14 1,03 0,94 0,85 0,78 0,71 0,65 0,60 0,55 0,51 047 0,44
free 2,88 2,74 2,61 2,50 2,40 2,30 2,21 2,13 2,05 1,98 1,92 1,85 1,75 1,65 1,55 1,46 1,38 1,31 1,24 1,18 1,12
L/150 2,88 2,74 2,61 2,50 2,40 2,30 2,21 2,13 2,05 1,98 1,92 1,85 1,75 1,65 1,55 1,46 1,37 1,26 1,16 1,07 1,00
L/200 2,88 2,74 2,61 2,50 2,40 2,30 2,21 2,13 2,05 1,96 1,77 1,60 1,46 1,33 1,22 1,12 1,02 0,94 0,87 0,81 0,75
L/300 2,88 2,74 2,61 2,50 2,31 2,04 1,81 1,62 145 1,31 1,18 1,07 0,97 0,89 0,81 0,74 0,68 0,63 0,58 0,54 0,50
free 3,61 3,44 3,28 3,14 3,01 2,89 2,77 2,67 2,58 2,49 2,36 2,21 2,07 1,95 1,84 1,73 1,64 1,55 1,47 1,40 1,33
L/150 3,61 3,44 3,28 3,14 3,01 2,89 2,77 2,67 2,58 2,49 2,36 2,21 2,07 1,95 1,84 1,72 1,58 1,46 1,35 1,24 1,15
L/200 3,61 3,44 3,28 3,14 3,01 2,89 2,77 2,67 2,52 2,27 2,05 1,86 1,69 1,54 1,41 1,29 1,19 1,09 1,01 0,93 0,87
L/300 3.61 3,44 3,28 3,03 2,67 2,36 2,10 1,88 1,68 1,51 1,37 1,24 1,13 1,03 0,94 0,86 0,79 0,73 0,67 0,62 0,58
free 4,34 4,14 3,95 3,78 3,62 3,47 3,34 3,22 3,08 2,87 2,69 2,52 2,36 2,22 2,09 1,97 1,87 1,77 1,67 1,59 1,51
L/150 4,34 4,14 3,95 3,78 3,62 3,47 3,34 3,22 3,08 2,87 2,69 2,52 2,36 2,22 2,09 1,91 1,76 1,62 1,49 1,38 1,28
L/200 4,34 4,14 3,95 3,78 3,62 347 3,34 3,12 2,80 2,52 2,28 2,06 1,88 1,71 1,56 1,43 1,32 1,21 1,12 1,04 0,96
L/300 4,34 4,14 3,85 3,37 2,96 2,62 2,33 2,08 1,87 1,68 1,52 1,38 1,25 1,14 1,04 0,96 0,88 0,81 0,75 0,69 0,64
free 6,06 577 5,51 527 5,05 4,81 4,45 4,12 3,83 3,57 3,34 3,13 2,93 2,76 2,60 2,45 2,32 2,20 2,08 1,98 1,88
L/150 6,06 577 5,51 5,27 5,05 4,81 4,45 4,12 3,83 3,57 3,34 3,13 2,93 2,75 2,52 2,31 2,12 1,95 1,80 1,67 1,55
L/200 6,06 577 5,51 527 5,05 4,75 4,22 3,77 3,38 3,04 2,75 2,49 2,26 2,06 1,89 1,73 1,59 1,46 1,35 1,25 1,16
L/300 6,06 5,34 4,64 4,06 3,58 3,16 2,81 2,51 2,25 2,03 1,83 1,66 1,51 1,38 1,26 1,15 1,06 0,98 0,90 0,83 0,77

0,75 0,11 >10,0

0,88 0,12 >10,0

1,00 0,14 >10,0

1,13 0,16 >10,0

1,25 0,18 >10,0

1,50 0,21 >10,0

Static system: 2-field

Bearing widths [mm]: 90/200/90
tN g Larenz | Perm.f|Permissible distributed load q (kN/ m?) with a span L (m):
[mm] | [kN/m?] [m] [-1 5,00 5,25 5,50 5,75 6,00 6,25 6,50 6,75 7,00 7,25 7,50 7,75 8,00 8,25 8,50 8,75 9,00 9,25 9,50 9,75 10,00
free 1,62 1,50 1,40 1,30 1,22 1,14 1,08 1,01 0,95 0,90 0,85 0,81 0,77 0,73 0,69 0,66 0,63 0,60 0,58 0,55 0,53

L/150 1,62 1,50 1,40 1,30 1,22 1,14 1,08 1,01 0,95 0,90 0,85 0,81 0,77 0,73 0,69 0,66 0,63 0,60 0,58 0,55 0,53
L/200 1,62 1,50 1,40 1,30 1,22 1,14 1,08 1,01 0,95 0,90 0,85 0,81 0,77 0,73 0,69 0,66 0,63 0,60 0,58 0,55 0,53
L/300 1,62 1,50 1,40 1,30 1,22 1,14 1,08 1,01 0,95 0,90 0,85 0,81 0,77 0,73 0,69 0,66 0,63 0,60 0,58 0,55 0,53
free 2,12 1,97 1,83 1,71 1,60 1,50 1,40 1,32 1,25 1,18 1,1 1,05 1,00 0,95 0,90 0,86 0,82 0,79 0,75 0,72 0,69
L/150 2,12 1,97 1,83 1,711 1,60 1,50 1,40 1,32 1,25 1,18 1,11 1,05 1,00 0,95 0,90 0,86 0,82 0,79 0,75 0,72 0,69
L/200 2,12 1,97 1,83 1,71 1,60 1,50 1,40 1,32 1,25 1,18 1,11 1,05 1,00 0,95 0,90 0,86 0,82 0,79 0,75 0,72 0,69
L/300 2,12 1,97 1,83 1,71 1,60 1,50 1,40 1,32 125 1,18 1,11 1,05 1,00 0,95 0,90 0,86 0,82 0,79 0,75 0,72 0,69
free 2,64 2,45 2,28 2,12 1,98 1,86 1,74 1,64 1,55 1,46 1,38 1,31 1,24 1,18 1,12 1,07 1,02 0,97 0,93 0,89 0,85
L/150 2,64 2,45 2,28 2,12 1,98 1,86 1,74 1,64 1,55 1,46 1,38 1,31 1,24 1,18 1,12 1,07 1,02 0,97 0,93 0,89 0,85
L/200 2,64 2,45 2,28 2,12 1,98 1,86 1,74 1,64 1,55 1,46 1,38 1,31 1,24 1,18 1,12 1,07 1,02 0,97 0,93 0,89 0,85
L/300 2,64 2,45 2,28 2,12 1,98 1,86 1,74 1,64 1,55 1,46 1,38 1,31 1,24 1,18 1,12 1,07 1,02 0,97 0,93 0,89 0,85
free 3,30 3,06 2,84 2,65 2,47 2,32 2,18 2,05 1,93 1,82 1,72 1,63 1,55 1,47 1,40 1,33 1,27 1,21 1,16 1,11 1,06
L/150 3,30 3,06 2,84 2,65 2,47 2,32 2,18 2,05 1,93 1,82 1,72 1,63 1,55 1,47 1,40 1,33 1,27 1,21 1,16 1,11 1,06
L/200 3,30 3,06 2,84 2,65 2,47 2,32 2,18 2,05 1,93 1,82 1,72 1,63 1,55 1,47 1,40 1,33 1,27 1,21 1,16 1,1 1,06
L/300 3,30 3,06 2,84 2,65 247 2,32 2,18 2,05 1,93 1,82 1,72 1,63 1,55 1,47 1,40 1,33 1,27 1,21 1,16 1,11 1,06
free 3,91 3,63 3,37 3,14 2,93 275 2,58 2,42 2,28 2,16 2,04 1,93 1,83 1,74 1,65 1,58 1,50 1,43 1,37 1,31 1,25
L/150 3,91 3,63 3,37 3,14 2,93 2,75 2,58 2,42 2,28 2,16 2,04 1,93 1,83 1,74 1,65 1,58 1,50 1,43 1,37 1,31 1,25
L/200 3,91 3,63 3,37 3,14 2,93 2,75 2,58 2,42 2,28 2,16 2,04 1,93 1,83 1,74 1,65 1,58 1,50 1,43 1,37 1,31 1,25
L/300 3,91 3,63 3,37 3,14 2,93 2,75 2,58 2,42 2,28 2,16 2,04 1,93 1,83 1,74 1,65 1,58 1,50 1,43 1,37 1,31 1,25
free 5,26 4,87 4,52 4,21 3,93 3,68 345 3,24 3,05 2,88 2,72 2,58 2,44 2,32 2,20 2,10 2,00 1,91 1,82 1,74 1,67
L/150 5,26 4,87 4,52 4,21 3,93 3,68 3,45 3,24 3,05 2,88 2,72 2,58 2,44 2,32 2,20 2,10 2,00 1,91 1,82 1,74 1,67
L/200 5,26 4,87 4,52 4,21 3,93 3,68 3,45 3,24 3,05 2,88 2,72 2,58 2,44 2,32 2,20 2,10 2,00 1,91 1,82 1,74 1,67
L/300 5,26 4,87 4,52 4,21 3,93 3,68 3.45 3,24 3,05 2,88 2,72 2,58 244 2,32 2,20 2,10 2,00 1,91 1,82 1,74 1,67

0,75 0,11 >10,0

0,88 0,12 >10,0

1,00 0,14 >10,0

1,13 0,16 >10,0

1,25 0,18 >10,0

1,50 0,21 >10,0

Static system: 3-field

Bearing widths [mm]: 90/200/200/90
tN g Larenz | Perm.f|Permissible distributed load q (kN/ m?) with a span L (m):
[mm] | [kN/m?] [m] [-1 5,00 5,25 5,50 5,75 6,00 6,25 6,50 6,75 7,00 7,25 7,50 7,75 8,00 8,25 8,50 8,75 9,00 9,25 9,50 9,75 10,00

free 1,68 1,60 1,52 1,46 1,40 1,34 1,29 1,21 1,14 1,08 102 097 092 088 084 08 076 073 070 067 064
L/150 168 160 152 146 140 134 129 1,21 1,14 1,08 1,02 097 092 08 084 08 076 073 070 067 0,64
L/200 1,68 160 1,52 1,46 1,40 1,34 1,29 1,21 1,14 1,08 102 097 092 08 084 08 076 073 070 067 0064
L/300 1,68 160 1,52 1,46 140 1,34 1,29 1,21 1,14 108 102 097 092 088 084 080 076 073 070 067 064
free 226 216 2,06 1,97 1,89 1,79 1,68 1,58 1,50 1,41 1,34 1,27 1,20 1,15 1,09 1,04 099 095 091 087 083
L/150 226 216 206 197 18 179 168 158 150 1,41 134 127 120 115 1,09 104 099 095 091 087 0,83
L/200 226 2,16 2,06 1,97 189 1,79 1,68 1,58 1,50 1.41 1,34 1,27 120 1,15 1,09 1,04 099 095 091 087 0,83
L/300 226 2,16 2,06 1,97 1,89 179 1,68 1,58 1,50 1,41 1,34 1,27 1,20 1,15 1,09 104 099 095 091 087 082
free 288 274 261 250 237 222 209 1,97 1,86 1,75 1,66 1,57 149 142 1,35 129 1,23 1,17 1,12 1,07 1,03
L/150 2,88 2,74 261 2,50 2,37 222 209 197 18 175 166 157 149 142 135 129 123 117 1,12 1,07 1,03
L/200 2,88 2,74 261 250 237 222 209 1,97 1,86 1,75 1,66 1,57 149 142 1,35 1,29 1,23 1,17 1,12 1,07 1,03
L/300 288 274 261 250 237 222 209 197 186 1,75 1,66 1,57 149 142 1,35 129 1,23 1,17 1,10 102 094
free 3,61 344 328 314 296 2,77 261 246 232 219 2,07 1,9 186 1,77 1,69 1,61 1,53 1,47 1,40 1,34 1,29
L/150 3,61 344 328 3,14 296 2,77 261 246 232 219 2,07 19 1.8 1,77 1,69 161 1,53 1,47 140 134 1,29
L/200 3,61 344 328 314 296 277 261 246 232 219 207 1,96 186 1,77 1,69 1,61 1,53 1,47 1,40 1,34 1,29
L/300 3,61 344 328 314 296 277 261 246 232 219 207 1,96 186 1,77 1,69 1,61 1,50 1,38 127 1,18 1,09
free 434 414 395 375 351 329 309 291 274 259 245 233 221 2,10 2,00 1,90 1,82 1,73 166 1,59 1,51
L/150 434 414 395 375 3,51 329 3,09 29 2,74 2,59 245 233 221 210 200 19 18 173 166 159 1,51
L/200 434 414 395 375 351 329 309 291 274 259 245 233 221 2,10 2,00 1,90 1,82 1,73 166 1,59 1,51
L/300 434 414 395 375 351 329 309 291 274 259 245 233 221 2,10 1,97 1,81 1,66 1,53 1,41 1,31 1,21
free 6,06 577 540 504 471 4,41 4,14 390 367 347 328 3 M 293 276 260 245 232 220 208 1,98 1,88
L/150 6,06 577 540 504 4,71 4.4 414 3,90 3,67 347 328 311 293 2,76 260 245 232 220 2,08 19 1,88
L/200 6,06 577 540 504 471 4,41 4,14 390 367 347 328 311 293 276 260 245 232 220 208 1,98 1,88
L/300 606 577 540 504 471 4,41 414 390 367 347 328 311 285 260 238 218 2,00 1,85 1,70 1,58 1,46

0,75 0,11 >10,0

0,88 0,12 >10,0

1,00 0,14 >10,0

1,13 0,16 >10,0

1,25 0,18 >10,0

1,50 0,21 >10,0

limit: Span up to which the profiles may be walked on without load-distributing measures. Reading example: Three-span girder, sheet thickness 0.75 mm, 6.00 m span,
perm.f = free: Load limit without limiting deflection intermediate support = 200 mm, deflection limitation >L/150 = 1.40 kN/m?

The load tables contain all partial safety factors y,, and y,, so that the permissible distributed loads (table values) can be compared with the characteristic effects.
In the case of roofs, the self-weight of the profile must be added to the effects.




