M 18.1/76 corrugated profile
aluminium

Load table for equaly distributed tensile load, fixing in each fitting belt

Miinker

NG NG NN NG N N NG N NG NN METALLPROFILE
—lm www.muenker.com
988 ! B
. . °n —4 n®
Slngle-span glrder [T HL‘ LTI Informations to the width of supports are not relevant by uplift forces.
Thickness t| Dead load . o .
cness eag oa Permissible distributed load q (kN/ m?) with a span L (m)
(mm) (kN/m?) | 0,75 | 1,00 | 1,25 | 1,50 | 1,75 | 2,00 | 2,25 | 2,50 | 2,75 | 3,00
1 552 310 1,99 1,38 101 078 061 050 041 034
2 253 107 055 032 020 0713 009 007 005 0,04
0,70 0,023 |3 127 053 027 0,16 010 007 005 003 003 0,02
4 076 032 0,16 009 006 004 003 002 002 0,01
17638 359 230 159 117 090 071 057 047 040
2 28 120 062 036 022 015 011 008 006 0,04
0.80 0,026 |3 143 og0 031 018 011 008 005 004 003 0,02
4 086 036 018 011 007 005 003 002 002 0,01
17715 402 258 1,79 131 101 079 064 053 045
2 316 1,33 068 040 025 0117 012 009 006 0,05
0,90 0,029 |3 1,58 067 034 020 012 008 006 004 003 0,02
4 095 040 020 012 007 005 004 003 002 0,01
1793 446 285 1,98 146 1,12 088 071 059 0,50
2 347 146 075 043 027 018 013 009 007 0,05
1,00 0,033 |3 173 073 037 022 014 009 006 005 004 0,03
4 1,04 044 022 013 008 005 004 003 002 0,02
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Thickness t| Dead load o o .

ckness eag oa Permissible distributed load q (kN/ m?) with a span L (m)

(mm) (kN/m?) | 0,75 | 1,00 | 1,25 | 1,50 | 1,75 | 2,00 | 2,25 | 2,50 | 2,75 | 3,00
1 552 310 1,99 1,38 101 078 061 050 041 034
2 552 257 132 076 048 032 023 016 0712 0,110

0,70 0,023 |3 305 129 066 038 024 016 011 008 006 0,05
4 183 077 040 023 014 010 007 005 004 0,03
17638 359 230 159 117 090 071 057 047 040
2 638 29 149 086 054 036 025 019 014 0,11

0.80 0,026 |3 344 145 074 043 027 018 0713 009 007 0,05
4 206 087 045 026 016 0,11 008 006 004 0,03
17715 402 258 1,79 131 101 079 064 053 045
2 715 321 164 095 060 040 028 021 015 0,12

0,90 0,029 |; 381 161 08 048 030 020 0714 010 008 0,06
4 228 096 049 029 018 012 008 0,06 005 0,04
1793 446 285 198 146 1,12 088 071 059 0,50
2 793 352 18 104 066 044 031 023 017 013

1,00 0,033 |3 417 1,76 090 052 033 022 015 0,11 008 0,07
4 250 1,06 054 031 020 013 0,09 007 005 0,04
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Thickness t| Dead load L . .
g Permissible distributed load q (kN/ m?) with a span L (m)
(mm) (kN/m?) | 0,75 | 1,00 | 1,25 | 1,50 | 1,75 | 2,00 | 2,25 | 2,50 | 2,75 | 3,00
2 478 202 1,03 060 038 025 018 013 0,10 0,07
0,70 0,023 |3 239 101 052 030 019 013 009 006 005 0,04
4 143 060 031 018 011 008 005 004 003 0,02
17797 448 287 199 146 1,12 089 072 059 0,50
2 539 227 1116 067 042 028 020 015 011 0,08
0,80 0,026 |3 269 1,14 058 034 021 0714 010 007 005 004
4 162 068 035 020 013 009 006 004 003 0,03
17894 503 322 224 164 126 099 080 067 056
2 597 252 129 075 047 031 022 016 0712 0,09
0,90 0,029 |3 298 126 064 037 023 016 011 008 006 0,05
4 1,79 076 039 022 014 009 007 005 004 0,03
17991 558 357 248 18 139 1,10 089 0,74 062
2 654 276 141 082 052 035 024 018 013 0,10
1,00 0,033 |3 327 138 071 041 026 017 0712 009 007 0,05
4 196 083 042 025 015 010 007 005 004 0,03

Row 1: Permissible q without restrictions in deflection

Row 2: Permissible q with restrictions in deflection from 1/150
Row 3: Permissible q with restrictions in deflection from 1/300
Row 3: Permissible q with restrictions in deflection from 1/500
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