M 18.1/76 corrugated profile

Load table for evenly distributed load (wind pressure)
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Single-span girder enasupport widt a > 40 mm _—

Thickness ¢ Dea"g'%“’ “""‘*L'gf_p"‘” Permissible distributed load q (kN/ m?) with a span L (m)
(mm) (kN/m2) (m) | 0,75 | 1,00 | 1,25 | 1,50 | 1,75 | 2,00 | 2,25 | 2,50 | 2,75 | 3,00
367 275 220 1,77 1,30 099 079 064 053 044
367 166 085 049 031 021 015 011 008 0,06
197 083 042 025 015 0,10 007 005 004 0,03
1,18 050 025 015 009 006 004 003 002 0,02
6,04 453 363 291 214 164 129 105 087 073
6,04 273 140 081 051 034 024 017 013 0,10
324 137 070 040 025 017 012 009 007 005
1,94 082 042 024 015 0,0 0,07 0,05 0,04 0,03
876 657 526 420 309 236 18 151 125 1,05
780 329 168 097 061 041 029 021 016 0,12
165 084 049 031 021 0714 011 008 0,06

0,50 0,047 -

0,63 0,059 0,90

0,75 0,070 1,30

0,88 0,082 1,87

1,00 0,093 2,40
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TWO'S pan girder Intermediate support width b > 50 mm

End support width a > 40 mm
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Thickness ¢ Deazload Ma)l(_'gsr_pan Permissible distributed load g (kN/ m?) with a span L (m)
(mm) (kN/m?) (m) | 0,75 | 1,00 | 1,25 | 1,50 | 1,75 | 2,00 | 2,25 | 2,50 | 2,75 | 3,00
368 276 202 140 103 079 062 050 042 035
368 276 202 118 075 050 035 026 019 0,15
368 200 102 059 037 025 018 0,113 0,0 0,07
284 120 061 03 022 015 011 008 006 004
6,05 454 332 231 169 1,30 1,02 083 069 058
6,05 454 332 195 123 082 058 042 032 024
605 329 168 097 061 041 029 021 016 0,112
468 197 101 058 037 025 017 0,113 009 0,07
876 657 481 334 245 188 148 120 099 084

0,50 0,047 -

0,63 0,059 1,12

0,75 0,070 1,63

0,88 0,082 2,34

1,00 0,093 3,00
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= a q a
Th ree'span gll’del' Intermediate support width b > 50 mm n - L L i
End support width a > 40 mm | L | L | L |
Thickness t| Dead load | Max. span L - .
g Lgrp Permissible distributed load q (kN/ m?) with a span L (m)
(mm) (kN/m?) (m) | 0,75 | 1,00 | 1,25 | 1,50 | 1,75 | 2,00 | 2,25 | 2,50 | 2,75 | 3,00
1 418 313 251 175 129 098 078 063 052 044
2 418 313 160 093 058 039 028 020 015 0,12
0,50 0,047 - 3 371 157 080 046 029 020 0,14 010 0,08 0,06
4 223 094 048 028 018 0,12 0,08 006 0,05 0,03
1 688 516 413 288 212 162 128 1,04 086 0,72
2 68 516 264 153 09% 064 045 033 025 0,19
0,63 0,059 1,12 3 61 258 132 076 048 032 023 016 012 0,10
4 367 155 079 046 029 0,19 0,14 0,10 0,07 0,06
1 995 747 597 418 307 235 186 150 124 1,04
2 99 621 318 184 116 0,78 055 040 030 0,23 o
0,75 0,070 1,63 3 736 311 159 092 058 039 027 020 015 0,12 S
4 442 18 095 055 035 023 0,16 0,12 0,09 0,07 g
1 12,03 9,02 722 531 39 298 236 191 158 133 I
2 12,03 735 376 218 137 092 065 047 035 027 2
’ ’ 2
0,88 0,082 2,34 3 871 367 188 109 069 046 032 024 018 0,14 'g?
4 523 220 113 065 041 028 0,19 0,14 0,11 0,08 -
1 13,94 1046 837 6,36 467 358 283 229 189 159 é
2 1394 840 430 249 157 105 074 054 040 0,31
1,00 0,093 3,00 3 99 420 215 125 078 053 037 027 020 0,16 o
4 598 252 129 075 047 032 022 016 012 0,09 “5
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Row 1: q without restrictions in deflection Reading example: two-span girder, sheet thickness 0,63 mm, 1,00 m span, 5
Row 2: Permissible q with restrictions in deflection from 1/150 Intermediate support > 50 mm deflexion limitation > L/150 = 4,54 kN/m2. __E,
Row 3: Permissible q with restrictions in deflection from 1/300 g

Row 4: Permissible q with restrictions in deflection from 1/500




