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Load table according to EN 1993-1-3 for pressing distributed load.
Munker test report no.: T13-115
Maximum spacing of outer shell fixings: a, = 621 mm

Static system: 1-field

Bearing widths [mm]: 90/90 A A

tN 1] perm.f(Permissible distributed load q (kN/ m?) with a span L (m):
[mm] | [kN/m?] [-1 4,50 4,75 5,00 5,25 5,50 5,75 6,00 6,25 6,50 6,75 7,00 7,25 7,50 7,75 8,00 8,25 8,50 8,75 9,00 9,25 9,50
free 1,66 1,49 1,35 1,22 1,11 1,02 0,94 0,86 0,80 0,74 0,69 0,64 0,60 0,56 0,53 0,50 0,47 0,44 0,42 0,39 0,37
0,75 0,083 L/150 1,66 1,49 1,35 1,22 1,11 1,02 0,94 0,86 0,80 0,74 0,69 0,64 0,60 0,56 0,53 0,50 0,47 0,44 0,42 0,39 0,37
L/200 1,66 1,49 1,35 1,22 1,1 1,02 0,94 0,86 0,80 0,74 0,69 0,64 0,60 0,56 0,53 0,50 0,47 0,44 0,42 0,39 0,37
L/300 1,66 1,49 1,35 1,22 1,11 1,02 0,94 0,86 0,80 0,72 0,65 0,58 0,52 0,48 043 0,39 0,36 0,33 0,30 0,28 0,26
free 2,13 1,91 1,72 1,56 1,42 1,30 1,20 1,10 1,02 0,95 0,88 0,82 0,77 0,72 0,67 0,63 0,60 0,56 0,53 0,50 0,48
0,88 0,097 L/150 2,13 1,91 1,72 1,56 1,42 1,30 1,20 1,10 1,02 0,95 0,88 0,82 0,77 0,72 0,67 0,63 0,60 0,56 0,53 0,50 0,48
’ L/200 2,13 1,91 1,72 1,56 1,42 1,30 1,20 1,10 1,02 0,95 0,88 0,82 0,77 0,72 0,67 0,63 0,60 0,56 0,53 0,50 0,48
L/300 2,13 1,91 1,72 1,56 1,42 1,30 1,20 1,10 0,99 0,89 0,80 0,72 0,65 0,59 0,53 0,49 0,44 041 0,37 0,35 0,32
free 2,56 2,30 2,08 1,88 1,72 1,57 1,44 1,33 1,23 1,14 1,06 0,99 0,92 0,86 0,81 0,76 0,72 0,68 0,64 0,61 0,58
1,00 0.111 L/150 2,56 2,30 2,08 1,88 1,72 1,57 1,44 1,33 1,23 1,14 1,06 0,99 0,92 0,86 0,81 0,76 0,72 0,68 0,64 0,61 0,58
' L/200 2,56 2,30 2,08 1,88 1,72 1,57 1,44 1,33 1,23 1,14 1,06 0,99 0,92 0,86 0,81 0,76 0,72 0,68 0,64 0,61 0,56
L/300 2,56 2,30 2,08 1,88 1,72 1,57 1,44 1,32 1,17 1,05 0,94 0,84 0,76 0,69 0,63 0,57 0,52 0,48 0,44 0,41 0,38
free 3,20 2,87 2,59 2,35 2,14 1,96 1,80 1,66 1,53 1,42 1,32 1,23 1,15 1,08 1,01 0,95 0,90 0,85 0,80 0,76 0,72
1,13 0.125 L/150 3,20 2,87 2,59 2,35 2,14 1,96 1,80 1,66 1,53 1,42 1,32 1,23 1,15 1,08 1,01 0,95 0,90 0,85 0,80 0,76 0,72
' L/200 3,20 2,87 2,59 2,35 2,14 1,96 1,80 1,66 1,53 1,42 1,32 1,23 1,15 1,08 1,01 0,95 0,87 0,79 0,73 0,67 0,62
L/300 3.20 2,87 2,59 235 2,13 1,87 1,64 1,45 1,29 1,15 1,03 0,93 0,84 0,76 0,69 0,63 0,58 0,53 0,49 0,45 0.41
free 3,79 3,40 3,07 2,79 2,54 2,32 2,13 1,97 1,82 1,69 1,57 1,46 1,37 1,28 1,20 1,13 1,06 1,00 0,95 0,90 0,85
125 | 0138 | L/150 379 340 307 279 254 232 213 197 18 169 157 146 1,37 128 1,20 113 106 100 095 090 085
’ ’ L/200 3,79 3,40 3,07 2,79 2,54 2,32 2,13 1,97 1,82 1,69 1,57 1,46 1,37 1,24 1,13 1,03 0,94 0,86 0,79 0,73 0,67
L/300 3,79 3,40 3,07 2,66 2,31 2,03 1,78 1,58 1,40 1,25 112 1,01 0,91 0,83 0,75 0,69 0,63 0,57 0,53 0,49 0,45
free 455 408 368 334 305 279 256 236 218 202 188 1,75 1,64 1,53 1,44 135 128 1,20 1,14 1,08 1,02
1,50 0.166 L/150 4,55 4,08 3,68 3,34 3,05 2,79 2,56 2,36 2,18 2,02 1,88 1,75 1,64 1,53 1,44 1,35 1,28 1,20 1,14 1,08 1,02
’ ' L/200 4,55 4,08 3,68 3,34 3,05 2,79 2,56 2,36 2,18 2,02 1,88 1,75 1,59 1,44 1,31 1,20 1,10 1,00 0,92 0,85 0,78
L/300 4,55 4,08 3,59 3,10 2,70 2,36 2,08 1,84 1,63 1,46 1,31 1,18 1,08 0,96 0,88 0,80 0,73 0,67 0,62 0,57 0,52

Static system: 2-field

Bearing widths [mm]: 90/300/90
tN a perm.f|Permissible distributed load q (kN/ m?) with a span L (m):

[mm] | [kN/m?7| [ 450 475 500 525 550 575 600 625 650 675 700 725 750 775 800 825 850 875 9,00 925 9,50
free 1,52 1,42 1,32 1,23 1,15 1,08 1,01 0,95 0,90 0,85 0,80 0,75 0,71 0,67 0,63 0,60 0,57 0,54 0,51 0,48 0,45

L/150 1,52 1,42 1,32 1,23 1,15 1,08 1,01 0,95 0,90 0,85 0,80 0,75 0,71 0,67 0,63 0,60 0,57 0,54 0,51 0,48 0,45

0.75 0,083 L/200 1,52 1,42 1,32 1,23 1,15 1,08 1,01 0,95 0,90 0,85 0,80 0,75 0,71 0,67 0,63 0,60 0,57 0,54 0,51 0,48 0,45
L/300 1,52 1,42 1,32 1,23 1,15 1,08 1,01 0,95 0,90 0,85 0,80 0,75 0,71 0,67 0,63 0,60 0,57 0,54 0,51 048 0,45

free 2,29 2,12 1,97 1,83 1,70 1,59 1,48 1,38 1,29 1,21 1,13 1,06 0,99 0,93 0,87 0,82 0,77 0,73 0,69 0,65 0,62

0.88 0.097 L/150 2,29 2,12 1,97 1,83 1,70 1,59 1,48 1,38 1,29 1,21 1,13 1,06 0,99 0,93 0,87 0,82 0,77 0,73 0,69 0,65 0,62
’ : L/200 2,29 2,12 1,97 1,83 1,70 1,59 1,48 1,38 1,29 1,21 1,13 1,06 0,99 0,93 0,87 0,82 0,77 0,73 0,69 0,65 0,62
L/300 2,29 2,12 1,97 1,83 1.70 1,59 1,48 1,38 1,29 1,21 1,13 1,06 0,99 0,93 0,87 0,82 0,77 0,73 0,69 0,65 0,62

free 3,10 2,85 2,63 2,42 2,24 2,07 1,92 1,78 1,65 1,53 1,42 1,32 1,24 1,16 1,09 1,02 0,96 0,91 0,86 0,81 0,77

1,00 0.111 L/150 3,10 2,85 2,63 2,42 2,24 2,07 1,92 1,78 1,65 1,53 1,42 1,32 1,24 1,16 1,09 1,02 0,96 0,91 0,86 0,81 0,77
’ ' L/200 3,10 2,85 2,63 2,42 2,24 2,07 1,92 1,78 1,65 1,53 1,42 1,32 1,24 1,16 1,09 1,02 0,96 0,91 0,86 0,81 0,77
L/300 3,10 2,85 2,63 2,42 2,24 2,07 1,92 1,78 1,65 1,53 1,42 1,32 1,24 1,16 1,09 1,02 0,96 0,91 0,86 0,81 0,77

free 4,02 3,70 3,38 3,09 2,83 2,59 2,38 2,19 2,03 1,88 1,75 1,63 1,52 1,43 1,34 1,26 1,19 1,12 1,068 1,00 0,95

113 0.125 L/150 4,02 3,70 3,38 3,09 2,83 2,59 2,38 2,19 2,03 1,88 1,75 1,63 1,52 1,43 1,34 1,26 1,19 1,12 1,06 1,00 0,95
’ ! L/200 4,02 3,70 3,38 3,09 2,83 2,59 2,38 2,19 2,03 1,88 1,75 1,63 1,52 1,43 1,34 1,26 1,19 1,12 1,06 1,00 0,95
L/300 4,02 3,70 3,38 3,09 2,83 2,59 2,38 2,19 2,03 1,88 1,75 1,63 1,52 1,43 1,34 1,26 1,19 1,12 1,06 1,00 0,95

free 4,85 4,44 4,01 3,64 3,32 3,04 2,79 2,57 2,38 2,20 2,05 1,91 1,78 1,67 1,57 1,47 1,39 1,31 1,24 1,17 1,11

1,25 0.138 L/150 4,85 4,44 4,01 3,64 3,32 3,04 2,79 2,57 2,38 2,20 2,05 1,91 1,78 1,67 1,57 1,47 1,39 1,31 1,24 1,17 1,1
’ ! L/200 4,85 4,44 4,01 3,64 3,32 3,04 2,79 2,57 2,38 2,20 2,05 1,91 1,78 1,67 1,57 1,47 1,39 1,31 1,24 117 11
L/300 4,85 4,44 4,01 3,64 3,32 3,04 2,79 2,57 2,38 2,20 2,05 1,91 1,78 1,67 1,57 1.47 1,39 1,31 1,24 1,17 1,08

free 5,82 5,34 4,82 4,37 3,98 3,64 3,35 3,08 2,85 2,64 2,46 2,29 2,14 2,01 1,88 1,77 1,67 1,57 1,49 1,41 1,33

1,50 0,166 L/150 5,82 5,34 4,82 4,37 3,98 3,64 3,35 3,08 2,85 2,64 2,46 2,29 2,14 2,01 1,88 1,77 1,67 1,57 1,49 1,41 1,33

L/200 5,82 5,34 4,82 4,37 3,98 3,64 3,35 3,08 2,85 2,64 2,46 2,29 2,14 2,01 1,88 1,77 1,67 1,57 1,49 1,41 1,33
L/300 5,82 5,34 4,82 4,37 3,98 3,64 3,35 3,08 2,85 2,64 2,46 2,29 2,14 2,01 1,88 1,77 1,67 1,57 1,48 1,36 1,26
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M200/600 Ac. cassette pressure S320 M

unker

METALLPROFILE

Static system: 3-field
Bearing widths [mm]: 90/300/300/90

tN g perm.f(Permissible distributed load q (kN/ m?) with a span L (m):
[mm] | [kN/m?]| [1] 450 475 500 525 550 575 600 625 650 675 700 725 750 7,75 800 825 850 875 9,00 925 9,50
free 168 157 146 137 129 122 115 108 102 097 092 08 08 079 075 071 068 065 062 059 056
075 | 0,083 L/150 168 157 146 137 129 122 115 1,08 102 097 092 087 08 079 075 071 068 065 062 059 0,56
’ L/200 168 157 146 137 129 122 1,15 108 102 097 092 08 08 079 075 071 068 065 062 059 056
L/300 168 157 146 137 129 122 115 108 102 097 092 087 08 079 075 071 068 062 057 053 049
free 255 238 222 207 194 182 171 1,61 1,51 143 134 127 120 112 105 099 093 08 08 079 075
088 | 0097 | /150 2,55 238 222 207 194 182 17 1,61 1,51 143 134 127 120 112 105 099 093 08 08 079 075
’ ! L/200 255 238 222 207 194 182 171 1,61 1,51 143 134 127 120 112 105 099 093 08 08 079 075
L/300 255 238 222 207 194 182 171 1,61 1,51 143 134 127 120 111 1,01 092 084 077 071 065 0,60
free 3,51 325 302 281 262 244 225 208 192 1,78 166 154 144 135 127 1,19 112 1,06 1,00 095 0,90
100 | 0111 | L1150 3,51 325 302 281 262 244 225 208 192 1,78 166 154 144 135 127 1,19 112 106 1,00 095 0,90
’ ! L/200 3,51 325 302 281 262 244 225 208 192 178 166 154 144 135 127 119 112 106 1,00 095 090
L/300 3,51 325 302 281 262 244 225 208 192 178 166 154 144 131 119 1,08 099 091 083 077 071
free 457 432 399 367 335 306 281 259 240 222 207 193 180 169 158 149 140 132 1,25 1,18 1,12
113 | o125 | L/150 457 432 399 367 335 306 281 259 240 222 207 193 180 1,69 158 149 140 132 125 1,18 1,12
’ ! L/200 457 432 399 367 335 306 281 259 240 222 207 193 180 169 158 149 140 132 125 118 1,12
L/300 457 432 399 367 335 306 281 259 240 218 196 176 159 144 131 119 109 100 092 085 078
free 5,51 522 480 435 397 363 333 307 284 263 245 228 213 200 18 1,76 166 157 148 140 133
125 | 0138 | L/150 5,51 522 480 435 397 363 333 307 284 263 245 228 213 200 18 1,76 166 157 148 140 133
i ! L/200 5,51 522 480 435 397 363 333 307 284 263 245 228 213 200 18 1,76 166 157 148 138 127
L/300 5,51 522 480 435 397 363 333 298 265 237 212 191 173 156 142 130 119 109 100 092 085
free 662 627 576 522 476 435 400 368 341 316 294 274 256 240 225 2,11 199 1.8 178 168 159
150 | 0166 L/150 662 627 576 522 476 435 400 368 341 316 294 274 256 240 225 211 199 18 178 1,68 1,59
! L/200 662 627 576 522 476 435 400 368 341 316 294 274 256 240 225 211 199 18 175 161 1,48
L/300 662 627 576 522 476 435 393 347 309 276 247 223 2,01 182 166 151 1,38 127 1,16 1,07 099

perm.f = free: Load limit without limiting deflection Reading example: Three-span girder, sheet thickness 0.75 mm, 5,50 m span,

intermediate support = 300 mm, deflection limitation >L150 = 1,29 kN/m2.

The load tables contain all partial safety factors y,, and y,, so that the permissible distributed loads (table values) can be compared with the characteristic effects.
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