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M240/600 Ac. cassette pressure S320

Moiinker

METALLPROFILE
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ungelochter Bersich ca. 20

| | T oclochter Bereich ca 480 i |

600

Load table according to EN 1993-1-3 for pressing distributed load.
Munker test report no.: T13-115
Maximum spacing of outer shell fixings: a, = 621 mm

Statisches System: 1-Feld

Auflagerbreiten [mm]: 90/90 A A

tN 1] zul.f |Zulassige Flachenlast zul.q [kN/m?] bei einer Stiitzweite I[m]:
[mm] | [kN/m?] [-1 5,00 5,25 5,50 5,75 6,00 6,25 6,50 6,75 7,00 7,25 7,50 7,75 8,00 8,25 8,50 8,75 9,00 9,25 9,50 9,75 10,00
frei 1,25 1,19 1,13 1,09 1,04 0,97 0,90 0,83 0,77 0,72 0,67 0,63 0,59 0,56 0,52 0,49 0,47 0,44 0,42 0,40 0,38
0,75 0,091 L/150 1,25 1,19 1,13 1,09 1,04 0,97 0,90 0,83 0,77 0,72 0,67 0,63 0,59 0,56 0,52 0,49 0,47 0,44 0,42 0,40 0,38
L/200 1,25 1,19 1,13 1,09 1,04 0,97 0,90 0,83 0,77 0,72 0,67 0,63 0,59 0,56 0,52 0,49 0,47 0,44 0,42 0,40 0,38
L/300 1,25 1,19 1,13 1,09 1,04 0,97 0,90 0,83 0,77 0,72 0,67 0,63 0,59 0,56 0,52 0,49 047 0,44 0,42 0,39 0,36
frei 1,93 1,79 1,63 1,49 1,37 1,26 1,17 1,08 1,01 0,94 0,88 0,82 0,77 0,72 0,68 0,64 0,61 0,58 0,55 0,52 0,49
0,88 0.107 L/150 1,93 1,79 1,63 1,49 1,37 1,26 1,17 1,08 1,01 0,94 0,88 0,82 0,77 0,72 0,68 0,64 0,61 0,58 0,55 0,52 0,49
’ L/200 1,93 1,79 1,63 1,49 1,37 1,26 1,17 1,08 1,01 0,94 0,88 0,82 0,77 0,72 0,68 0,64 0,61 0,58 0,55 0,52 0,49
L/300 1,93 1,79 1,63 1,49 1,37 1,26 1,17 1,08 1,01 0,94 0,88 0,82 0,77 0,72 0,68 0,62 0,57 0,53 0,49 0,45 042
frei 2,39 2,17 1,97 1,81 1,66 1,53 1,41 1,31 1,22 1,14 1,06 0,99 0,93 0,88 0,83 0,78 0,74 0,70 0,66 0,63 0,60
1,00 0.121 L/150 2,39 2,17 1,97 1,81 1,66 1,53 1,41 1,31 1,22 1,14 1,06 0,99 0,93 0,88 0,83 0,78 0,74 0,70 0,66 0,63 0,60
' L/200 2,39 2,17 1,97 1,81 1,66 1,53 1,41 1,31 1,22 1,14 1,06 0,99 0,93 0,88 0,83 0,78 0,74 0,70 0,66 0,63 0,60
L/300 2,39 2,17 1,97 1,81 1,66 1,53 1.41 1,31 1,22 1,14 1,06 0,99 0,91 0,83 0,76 0,70 0,64 0,59 0,55 0,51 047
frei 291 2,64 2,40 2,20 2,02 1,86 1,72 1,59 1,48 1,38 1,29 1,21 1,13 1,07 1,01 0,95 0,90 0,85 0,80 0,76 0,73
1,13 0,137 L/150 291 2,64 2,40 2,20 2,02 1,86 1,72 1,59 1,48 1,38 1,29 1,21 1,13 1,07 1,01 0,95 0,90 0,85 0,80 0,76 0,73
' L/200 291 2,64 2,40 2,20 2,02 1,86 1,72 1,59 1,48 1,38 1,29 1,21 1,13 1,07 1,01 0,95 0,90 0,85 0,80 0,76 0,73
L/300 291 2,64 240 2,20 2,02 1,86 1,72 1,59 1,48 1,38 1,29 1,18 1,07 0,98 0,89 0,82 0,75 0,69 0,64 0,59 0,55
frei 3,39 3,07 2,80 2,56 2,35 2,17 2,00 1,86 1,73 1,61 1,50 1.41 1,32 1,24 1,17 1,1 1,05 0,99 0,94 0,89 0,85
1.25 0152 L/150 3,39 3,07 2,80 2,56 2,35 2,17 2,00 1,86 1,73 1,61 1,50 1,41 1,32 1,24 1,17 1,11 1,05 0,99 094 0,89 0,85
’ ’ L/200 3,39 3,07 2,80 2,56 235 2,17 2,00 1,86 1,73 1,61 1,50 1,41 1,32 1,24 1,17 1,11 1,05 0,99 0,94 0,89 0,85
L/300 3,39 3,07 2,80 2,56 235 2,17 2,00 1,86 1,73 1,61 1,48 1,34 1,22 1,11 1,02 0,93 0,86 0,79 0,73 0,67 0,62
frei 4,07 3,69 3,36 3,08 2,82 2,60 2,41 2,23 2,07 1,93 1,81 1,69 1,59 1,49 141 1,33 1,26 1,19 1,13 1,07 1,02
1,50 0.182 L/150 4,07 3,69 3,36 3,08 2,82 2,60 241 2,23 2,07 1,93 1,81 1,69 1,59 1,49 1,41 1,33 1,26 1,19 1,13 1,07 1,02
’ ’ L/200 4,07 3,69 3,36 3,08 2,82 2,60 241 2,23 2,07 1,93 1,81 1,69 1,59 1,49 1,41 1,33 1,26 1,19 1,13 1,07 1,02
L/300 4,07 3.69 3,36 3,08 2,82 2,60 241 2,23 2,07 1,93 1,77 1,61 1,46 1,33 1,22 1,12 1,03 0,94 0,87 0,81 0,75

Statisches System: 2-Feld
Auflagerbreiten [mm]: 90/300/90

tN a zul.f |Zulassige Flachenlast zul.q [KN/m?] bei einer Stiitzweite I[m]:

[mm] | [kN/m?7| [ 500 525 550 575 600 625 650 675 700 725 750 775 800 825 850 875 9,00 925 950 9,75 10,00
frei 1,21 1,14 1,07 1,01 0,96 0,90 0,86 0,81 0,77 0,74 0,70 0,67 0,64 0,61 0,58 0,56 0,53 0,51 0,49 0,47 0,45
L/150 1,21 1,14 1,07 1,01 0,96 0,90 0,86 0,81 0,77 0,74 0,70 0,67 0,64 0,61 0,58 0,56 0,53 0,51 0,49 0,47 0,45

0.75 1 0081 | hog 121 114 107 101 09 09 08 08 077 074 070 067 064 061 058 056 053 051 049 047 045
L/300 121 114 107 101 09 090 08 081 077 074 070 067 064 061 058 056 053 051 049 047 045
frei 18 175 164 154 146 137 130 123 117 1,11 105 100 095 09 08 082 078 074 071 067 064
088 | 0107 |L/150| 186 175 164 154 146 137 130 1,23 147 111 1,05 100 095 09 08 08 078 074 071 067 064
’ ’ L/200 186 175 164 154 146 137 130 123 117 111 105 100 095 09 08 08 078 074 071 067 064
L/300 186 175 164 154 146 137 130 123 117 111 105 100 095 090 08 082 078 074 071 067 064
frei 254 241 226 211 198 18 175 165 156 148 140 132 125 118 1,42 106 101 095 090 086 081
100 | 0421 | L/150| 254 241 226 211 198 1,86 175 1,65 156 148 140 132 125 1,18 112 106 101 095 090 086 081
’ ’ L/200 | 254 241 226 211 198 18 175 165 156 148 140 132 125 118 112 106 101 095 090 08 081
L/300 | 254 241 22 211 198 18 175 165 156 148 140 132 125 118 112 106 101 095 090 086 _ 081
frei 342 325 304 284 266 249 233 219 205 193 181 170 160 151 142 134 127 120 114 108 1,02
113 | 0137 | LA150| 342 325 304 284 266 249 233 219 205 1,93 181 170 160 151 142 134 127 1,20 114 1,08 1,02
’ ’ L/200 | 342 325 304 284 266 249 233 219 205 193 181 170 160 151 142 134 127 120 114 108 1,02
L/300 | 342 325 304 284 266 249 233 219 205 193 181 170 160 1,51 142 134 127 120 114 108 1,02
frei 423 403 373 346 322 300 281 263 247 232 217 203 191 179 169 159 151 143 135 128 122
125 | 0152 | LA50| 423 403 373 346 322 300 281 263 247 232 217 203 191 179 1,69 15 151 143 135 128 122
’ ’ L/200 | 423 403 373 346 322 300 281 263 247 232 217 203 191 179 169 159 151 143 135 128 1,22
L/300 | 423 403 373 346 322 300 281 263 247 232 217 203 191 1,79 169 159 151 143 135 128 1,22
frei 508 4,8 448 415 38 361 337 316 297 278 260 244 229 215 203 191 181 1,71 162 154 146
150 | o482 |LASO| 508 483 448 415 387 361 337 316 297 278 260 244 220 215 203 191 181 471 162 154 146

L/200 5,08 4,83 4,48 4,15 3,87 3,61 3,37 3,16 2,97 2,78 2,60 2,44 2,29 2,15 2,03 1,91 1,81 1,71 1,62 1,54 1,46
L/300 5,08 4,83 4,48 4,15 3,87 3,61 3,37 3,16 2,97 2,78 2,60 2,44 2,29 2,15 2,03 1,91 1,81 1,71 1,62 1,54 1,46
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M240/600 Ac. cassette pressure S320 M

unker

METALLPROFILE

Statisches System: 3-Feld
Auflagerbreiten [mm]: 90/300/300/90

tN g zul.f |Zuldssige Flachenlast zul.q [kN/m?] bei einer Stiitzweite I[m]:
[mm] | [kN/m?] -1 500 525 550 575 600 625 650 675 700 725 750 775 800 825 850 875 9,00 925 950 9,75 10,00
frei 132 124 117 111 105 100 095 09 08 08 079 075 072 069 066 063 061 058 056 054 052
075 | 0091 L/150 132 124 147 111 1,05 100 095 09 08 08 079 075 072 069 066 063 061 058 056 054 052
’ L/200 132 124 147 111 105 100 095 09 08 08 079 075 072 069 066 063 061 058 056 054 052
L/300 132 124 117 111 105 100 095 090 08 08 079 075 072 069 066 063 061 058 056 054 052
frei 204 192 181 171 162 153 145 138 131 125 119 1,14 109 104 099 09 091 087 084 08 077
088 | 0107 | L/150 204 192 18 1,71 162 153 145 138 131 125 1,19 114 1,09 104 099 095 091 087 084 08 0,77
’ ’ L/200 204 192 181 171 162 153 145 138 131 125 119 1,14 109 104 099 09 091 087 084 08 077
L/300 204 192 181 171 162 153 145 138 131 125 119 114 109 104 099 095 091 087 084 080 077
frei 286 268 252 238 224 212 201 19 18 171 163 155 146 137 129 122 115 1,09 103 098 093
100 | 0121 | L1150 286 268 252 238 224 212 201 1% 18 171 163 155 146 137 129 122 115 1,09 103 098 093
’ ’ L/200 286 268 252 238 224 212 201 190 18 171 163 155 146 137 129 122 115 109 103 098 093
L/300 286 268 252 238 224 212 201 190 18 171 163 155 146 137 129 122 115 109 103 096 089
frei 388 367 344 323 304 28 269 249 232 216 202 18 1,77 167 157 148 140 133 126 1,19 1,13
113 | 0137 | L1150 388 367 344 323 304 28 269 249 232 216 202 189 177 1,67 157 148 140 133 126 119 1,13
’ ’ L/200 388 367 344 323 304 28 269 249 232 216 202 18 177 167 157 148 140 133 126 119 113
L/300 388 367 344 323 304 286 269 249 232 216 202 189 177 167 157 148 140 131 121 112 104
frei 481 458 437 400 367 339 313 290 270 252 235 220 207 194 183 173 163 155 147 139 132
125 | 0152 | L1150 481 458 437 400 367 339 313 29 270 252 235 220 207 194 183 173 1,63 155 147 139 132
’ ’ L/200 481 458 437 400 367 339 313 29 270 252 235 220 207 194 183 173 163 155 147 139 132
L/300 481 458 437 400 367 339 313 290 270 252 235 220 207 194 183 173 162 149 138 127 118
frei 577 549 524 480 441 407 376 349 324 302 28 264 248 233 220 207 196 186 1,76 167 1,59
150 | 0182 L/150 577 549 524 480 441 407 376 349 324 302 28 264 248 233 220 207 19 18 176 167 1,59
’ L/200 577 549 524 480 441 407 376 349 324 302 28 264 248 233 220 207 196 18 176 167 159
L/300 577 549 524 480 441 407 376 349 324 302 282 264 248 233 220 207 194 179 165 153 141

perm.f = free: Load limit without limiting deflection Reading example: Three-span girder, sheet thickness 0.75 mm, 5,50 m span,

intermediate support = 300 mm, deflection limitation >L150 = 1,17 kN/m2.

The load tables contain all partial safety factors y,, and y,, so that the permissible distributed loads (table values) can be compared with the characteristic effects.
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