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Load table according to EN 1993-1-3 for pressing distributed load.
Munker test report no.: T22-029 from 16/03/2022.

Static system: 1-field ANEEEA
Bearing widths [mml: 90/90
Lo | perm.f |Permissible distributed load q (kN/ m?) with a span L (m):
ml -1 400 425 450 475 500 525 550 575 600 625 650 675 700 725 750 775 800 825 850 875 900 925 950 975 10,00 1025 1050 1075 11.00
free | 225 212 200 190 180 172 164 157 150 144 139 133 129 124 120 116 113 109 106 103 100 097 095 092 088 084 080 076 073
LA50 | 225 212 200 19 180 172 164 157 150 144 139 133 129 124 120 116 1413 1,09 106 103 100 097 095 092 08 079 074 069 064
L/200| 225 212 200 190 18 172 164 157 150 144 139 133 120 124 120 116 113 109 104 09 088 081 075 069 064 059 055 052 048
L/300| 225 212 200 190 180 172 164 157 150 144 139 133 125 112 101 092 083 076 070 064 059 054 050 046 043 040 037 034 032
free | 308 289 273 259 246 234 224 214 205 197 189 182 176 170 164 159 154 149 145 141 135 128 121 115 110 104 099 095 091
088 | 0138 | >i000| L/150| 308 289 273 259 246 234 224 214 205 197 189 182 176 170 164 159 154 149 145 141 135 128 118 110 102 094 088 082 076
L/200 | 308 289 273 259 246 234 224 214 205 197 189 182 176 170 164 159 149 136 124 1,14 105 096 089 08 076 071 086 061 057
L/300| 308 289 273 259 246 234 224 214 205 197 185 165 148 133 120 109 099 090 083 076 070 064 059 055 051 047 044 041 038
free | 394 371 350 332 315 300 287 274 263 252 243 234 225 218 210 203 197 1,89 178 168 159 150 142 135 128 122 116 1,11 1,06
100 | 0457 | >i000| L/150| 394 371 35 332 315 300 287 274 263 25 243 234 225 218 210 203 197 189 178 168 159 147 136 126 117 108 101 094 088
L/200| 394 371 350 332 315 300 287 274 263 252 243 234 225 218 207 18 171 156 142 131 120 111 102 094 08 08 076 070 066
L/300| 394 371 350 332 315 300 287 274 263 239 212 190 170 153 138 126 114 104 095 087 080 074 068 063 058 054 050 047 044
free | 499 470 444 421 400 380 363 347 333 320 307 296 285 276 263 247 232 218 205 194 183 173 164 156 148 141 134 128 122
143 | 0477 | >i000| L/150| 499 470 444 421 400 380 363 347 333 320 307 296 285 276 263 247 232 218 205 194 182 168 155 143 133 123 145 107 1,00
L/200| 499 470 444 421 400 380 363 347 333 320 307 296 28 261 236 214 194 177 162 149 137 126 116 107 100 092 08 080 075
L/300| 499 470 444 421 400 380 363 347 307 272 242 216 193 174 157 143 130 118 108 099 091 084 077 072 066 062 057 053 050
free | 608 572 540 512 486 463 442 423 405 389 374 360 347 324 303 284 266 250 236 223 210 1,99 189 179 170 162 155 147 141
Sq000 | LAS0| 608 572 540 512 486 463 442 423 405 389 374 360 347 324 303 284 266 250 236 223 208 192 177 164 152 141 131 122 114
L/200| 608 572 540 512 486 463 442 423 405 389 374 360 332 298 270 244 222 203 18 170 156 144 133 123 114 106 098 092 085
L/300| 608 572 540 512 486 463 442 399 351 311 276 246 221 199 18 163 148 135 123 1,13 104 096 088 082 076 070 065 061 057
free | 868 817 772 731 695 662 632 604 578 533 492 457 425 396 370 346 325 306 288 272 257 243 231 219 208 198 189 180 172
LA150 | 868 817 7,72 731 695 662 632 604 578 533 492 457 425 396 370 346 325 306 28 272 251 231 213 197 18 170 158 147 1,37
L/200| 868 817 772 731 695 662 632 604 578 533 492 446 400 360 325 295 268 244 223 205 18 173 160 148 137 127 119 110 1,03
L/300| 868 817 772 731 695 632 550 481 423 375 333 297 267 240 217 197 179 163 149 137 126 116 107 099 091 085 079 074 069

9
Immil_| [kN/m*]

0,75 0,118 9,24

1,25 0,196

1,50 0,236 | >10,00

Static system: 2-field ), e—
Bearing widths [mm]: 90/200/90
tN 9 Loen | perm.f|Permissible distributed load q (kN/ m?) with a span L (m):
[mm1 | [kN/m?1|  [m] 1 | 400 425 450 475 500 525 550 575 600 625 650 675 7.00 725 750 775 800 825 850 875 900 925 950 975 10,00 1025 1050 1075 11.00
free | 225 212 200 190 180 172 164 157 150 144 139 133 129 124 120 116 110 105 101 097 093 089 085 082 079 076 073 071 068
075 | 0118 | >1000| LSO | 225 212 200 190 180 172 164 157 150 144 139 133 129 124 120 116 110 105 101 097 093 08 08 08 079 076 073 071 068
L/200| 225 212 200 190 18 172 164 157 150 144 139 133 120 124 120 116 110 105 101 097 093 089 08 08 079 076 073 071 088
L/300 | 225 212 200 190 180 172 164 157 150 144 139 133 129 124 120 116 110 105 101 097 093 089 08 08 079 076 073 071 068
free | 3.08 289 273 259 246 234 224 214 205 197 189 182 175 166 158 150 143 137 131 125 120 115 1,11 106 102 098 095 091 088
LM50 | 308 289 273 259 246 234 224 214 205 197 189 18 175 1,66 15 150 143 137 131 125 120 115 1,41 106 102 098 095 091 088
L/200 | 308 289 273 259 246 234 224 214 205 197 189 182 175 166 158 150 143 137 131 125 120 115 111 106 102 098 095 091 088
L/300 | 308 289 273 259 246 234 224 214 205 197 189 18 175 166 158 150 143 137 131 126 120 115 111 106 102 098 095 091 088
free | 394 371 350 332 315 300 287 274 263 252 240 227 215 204 194 185 176 168 161 154 147 141 135 130 125 120 116 1,11 1,06
LAM50 | 394 371 350 332 315 300 287 274 263 252 240 227 215 204 194 185 176 1,68 161 154 147 141 135 130 125 120 116 111 1,06
L/200| 394 371 350 332 315 300 287 274 263 252 240 227 215 204 194 185 176 168 161 154 147 141 135 130 125 120 116 111 1,06
L300 | 394 371 350 332 315 300 287 274 263 252 240 227 215 204 194 185 176 168 161 154 147 141 135 130 125 120 116 111 1,06
free | 499 470 444 421 400 380 363 347 329 310 292 276 262 248 236 225 214 204 195 186 178 171 164 156 148 141 134 128 122
LM50 | 499 470 444 421 400 380 363 347 329 310 292 276 262 248 236 225 214 204 195 18 178 171 1,64 156 148 141 134 128 1,22
L/200| 499 470 444 421 400 380 363 347 329 310 292 276 262 248 236 225 214 204 195 1,8 178 171 164 156 148 141 134 128 122
L/300 | 499 470 444 421 400 380 363 347 329 310 292 276 262 248 236 225 214 204 195 186 178 171 164 156 148 141 134 128 120
free | 608 572 540 512 486 463 442 417 392 369 348 329 311 295 280 267 254 242 231 221 210 199 189 179 170 162 155 147 141
LM50 | 608 572 540 512 486 463 442 417 392 369 348 329 311 295 28 267 254 242 231 221 210 199 189 179 170 1,62 155 147 141
L/200| 608 572 540 512 486 463 442 417 392 369 348 320 311 295 280 267 254 242 231 221 210 199 189 179 170 162 155 147 141
L/300 | 608 572 540 512 486 463 442 417 392 369 348 329 311 295 280 267 254 242 231 221 210 199 189 179 170 162 155 147 137
free | 868 817 772 731 687 640 598 560 525 494 465 440 416 394 370 346 325 3,06 288 272 257 243 231 219 208 198 189 1,80 172
LA150 | 868 817 7,72 7,31 687 640 598 560 525 494 465 440 416 394 370 346 325 306 288 272 257 243 231 219 208 19 189 180 1,72
L/200| 715 661 613 570 532 498 467 440 414 494 465 440 416 394 370 346 325 306 28 272 257 243 231 219 208 198 189 180 172
L/300| 715 661 613 570 532 498 467 440 414 494 465 440 416 394 370 346 325 306 288 272 257 243 231 219 208 198 189 177 166

0,88 | 0,138 | >10,00

1,00 | 0,157 | >10,00

1,13 | 0,177 | >10,00

1,25 | 0,196 | >10,00

1,50 | 0,236 | >10,00

Static system: 3-field

Bearing widths [mm]: 90/200/90
N g Lo | perm.f|Permissible distributed load q (kN/ m*) with a span L (m):
[mml_| [kN/m?] [m] -1 400 425 450 475 500 525 550 575 600 625 650 675 700 725 750 775 800 825 850 875 900 925 950 975 10,00 1025 10,50 10,75 11,00

free | 250 231 214 200 18 175 164 157 150 144 139 133 129 124 120 1,16 113 109 106 108 100 097 095 092 08 08 080 076 073
LA50 | 250 231 214 200 18 175 164 157 150 144 139 133 129 124 120 116 113 1,09 106 103 100 097 095 092 08 08 08 076 073
L/200 | 250 231 214 200 18 175 164 157 150 144 139 133 129 124 120 116 1,43 109 106 103 100 097 095 092 08 08 08 076 073
L/300 | 250 231 214 200 186 175 164 167 150 144 139 133 129 124 120 116 113 109 106 103 100 097 094 087 081 075 070 085 061
free | 331 305 283 263 246 234 224 214 205 197 189 18 176 170 164 159 154 149 145 141 135 128 121 115 110 104 099 095 091
088 | 0438 | >1000| LSO [ 331 305 283 263 246 234 224 214 205 197 189 182 176 170 164 150 154 1,49 145 141 135 128 121 415 190 104 099 095 091
L/200 | 331 305 28 263 246 234 224 214 205 197 18 18 176 170 164 159 154 149 145 141 135 128 121 115 110 104 099 095 091
L/300 | 331 305 283 263 246 234 224 214 205 197 189 18 176 170 164 159 154 149 145 141 132 121 112 103 09 089 08 077 072
free | 412 380 352 332 315 300 28 274 263 252 243 234 225 218 210 203 197 189 178 168 159 150 142 135 128 122 116 111 106
1,00 | 0457 | 1000 | LSO [ 412 380 352 332 315 300 287 274 263 25 243 234 225 218 210 203 197 189 178 168 150 150 142 135 128 122 116 111 1,06
L/200 | 412 380 352 332 315 300 287 274 263 252 243 234 225 218 210 2038 197 18 178 168 159 150 142 13 128 122 116 111 106
L/300 | 412 380 352 332 315 300 287 274 263 252 243 234 225 218 210 203 197 189 178 164 151 139 128 119 110 102 095 089 083
free | 507 470 444 421 400 380 363 347 333 320 307 29 28 276 263 247 232 218 205 194 18 173 164 156 148 141 134 128 122
143 | 0477 | 1000 | LSO [ 507 470 444 421 400 380 363 347 333 320 307 296 285 276 263 247 232 218 205 194 18 173 164 156 148 141 134 128 122
L/200 | 507 470 444 421 400 38 363 347 333 320 307 296 28 276 263 247 232 218 205 194 183 173 164 156 148 141 134 128 122
L/300 | 507 470 444 421 400 380 363 347 333 320 307 296 28 276 263 247 232 218 204 18 172 158 146 135 125 116 108 101 094
free | 608 572 540 512 486 463 442 423 405 389 374 360 347 324 3038 284 266 250 236 223 210 199 18 179 170 162 155 147 141
125 | 0196 | 1000 | L/A50 | 608 572 540 512 486 463 442 423 405 389 374 360 347 324 303 284 266 250 236 223 210 199 18 179 170 162 155 147 141
L/200 | 608 572 540 512 486 463 442 423 405 389 374 360 347 324 303 284 286 250 236 228 210 199 18 179 170 162 155 147 141
L/300 | 608 572 540 512 486 463 442 423 405 389 374 360 347 324 303 284 266 250 233 214 196 181 167 154 143 133 124 115 108
free | 868 817 772 731 695 662 632 604 578 533 492 457 425 396 370 346 325 306 288 272 257/ 243 231 220 211 203 195 18 181
L/50 | 868 817 772 731 695 662 632 604 578 533 492 457 425 39 370 346 325 306 28 272 257 243 231 220 211 203 195 188 181
L/i200 | 868 773 718 669 625 58 550 518 488 533 492 457 425 39 370 346 325 306 288 272 257 243 231 220 211 203 195 188 181
L/300 | 868 773 718 669 625 58 550 518 488 533 492 457 425 396 370 346 325 306 281 258 237 218 201 18 173 160 149 139 130

0,75 0,118 | >10,00

1,50 0,236 | >10,00

limit: Span up to which the profiles may be walked on without load-distributing measures. Reading example: Three-span girder, sheet thickness 0.75 mm, 5.00 m span,
perm.f = free: Load limit without limiting deflection intermediate support = 200 mm, deflection limitation >L/150 = 1.88 kN/m?

The load tables contain all partial safety factors y,, and y,, so that the permissible distributed loads (table values) can be compared with the characteristic effects.
In the case of roofs, the self-weight of the profile must be added to the effects.

Stand: 06/2023




