M 27.1/111 corrugated profile
aluminium

Load table for equaly distributed tensile load, fixing with calotte

Miinker

SN N WU WU METALLPROFILE
G www.muenker.com
1000 ! B
. . i —d n®
Slngle-span glrder "J'JMJMEMMM"HL' Informations to the width of supports are not relevant by uplift forces.
Thickness t| Dead load . I .
g Permissible distributed load q (kN/ m?) with a span L (m)
(mm) (kN/m?) | 0,75 | 1,00 | 1,25 | 1,50 | 1,75 | 2,00 | 2,25 | 2,50 | 2,75 | 3,00
1 588 441 304 211 155 1,19 094 076 063 0,53
2 584 247 126 073 046 031 022 016 012 0,09
0,70 0,023 |5 292 123 063 037 023 015 011 008 006 005
4 175 074 038 022 014 009 006 005 004 003
1739 543 348 241 1,77 136 1,07 087 072 060
2 662 279 143 083 052 035 025 018 0,13 0,10
0,80 0,027 |5 331 140 071 041 026 017 0712 009 007 005
4 199 084 043 025 016 0,10 007 005 0,04 0,03
17889 611 391 272 199 153 1,21 098 081 068
2 737 31 159 092 058 039 027 020 015 0,12
0,90 0,030 |3 369 156 080 046 029 019 0714 0110 007 0,06
4 221 093 048 028 017 012 008 006 004 0,03
1987 6,74 431 300 220 168 1,33 1,08 089 0,75
2 81 342 175 101 064 043 030 022 0,16 0,13
1,00 0,033 |3 406 171 08 051 032 021 015 011 008 006
4 243 103 053 030 019 013 0,09 007 005 0,04
b
. n — 1 n®
Two.span g|rder WMWWM%
Thickness t| Dead load - s .
g Permissible distributed load q (kN/ m?) with a span L (m)
(mm) (kN/m?) | 0,75 | 1,00 | 1,25 | 1,50 | 1,75 | 2,00 | 2,25 | 2,50 | 2,75 | 3,00
1 471 352 237 171 129 101 080 065 054 045
2 471 352 237 1,71 111 074 052 038 029 0722
0,70 0,023 |5 471 297 152 08 055 037 026 019 014 0,1
4 422 1,78 091 053 033 022 016 0,11 009 007
1 592 444 301 218 165 129 1,04 085 070 059
2 592 444 301 199 125 084 059 043 032 025
0,80 0,027 |5 592 336 172 100 063 042 030 022 016 0,12
4 478 202 1,03 060 038 025 018 013 0,10 0,07
17711 533 363 263 200 157 1,26 104 086 072
2 711 533 363 222 140 094 066 048 036 0,28
0,90 0,030 |3 711 375 192 1,11 070 047 033 024 018 0,14
4 533 225 115 067 042 028 020 014 011 0,08
17789 592 403 292 222 174 140 1,15 09 0,80
2 789 592 403 244 154 103 072 053 040 031
1,00 0,033 |3 780 412 211 122 077 052 036 026 020 0,15
4 586 247 127 073 046 031 022 016 0,12 0,09
b
. an 4 =1 i ne
Three-span girder T
| L | L ] L |
Thickness t| Dead load L . .
g Permissible distributed load q (kN/ m?) with a span L (m)
(mm) (kN/m2) | 0,75 | 1,00 | 1,25 | 1,50 | 1,75 | 2,00 | 2,25 | 2,50 | 2,75 | 3,00
15 o 2,90 ! 1,58 B d g i 0,57
2 536 402 238 138 087 058 041 030 022 017
0,70 0,023 |5 536 233 1,19 069 043 029 020 015 0,11 0,09
4 331 140 072 041 026 017 012 009 007 0,05
1672 504 367 266 202 159 128 105 087 0,73
2 672 504 270 156 098 066 046 034 025 0,20
0,80 0,027 |5 625 264 135 078 049 033 023 017 013 0,10
4 375 158 081 047 030 020 014 010 0,08 0,06
17808 6,06 443 322 245 193 156 1,28 1,07 0,90
2 808 58 301 174 110 073 052 038 028 0,22
0,90 0,030 |3 696 294 150 087 055 037 026 019 014 0,1
4 418 1,76 090 052 033 022 015 0111 0,08 0,07
1 896 672 491 357 272 214 172 142 1,19 1,00
2 89 646 331 191 121 081 057 041 031 0724
1,00 0,033 |5 766 323 165 096 060 040 028 021 016 0,12
4 460 194 099 057 036 024 017 012 0,09 007

Row 1: Permissible q without restrictions in deflection

Row 2: Permissible q with restrictions in deflection from 1/150
Row 3: Permissible q with restrictions in deflection from 1/300
Row 3: Permissible q with restrictions in deflection from 1/500
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